
4

4

5

5

6

6

7

7

8

89

910

10

11

11

5a

5a

6a

6a

7a

7a

8a

8a

9a

9a

10a

10a

n 2

CN-22KV-60

1 m 

1844 W

n 4
CN-33KV-50

1.4 m 

3123 W

n 2

CN-22KV-60

1 m 

1844 W

n 4
CN-33KV-50

1.4 m 

3123 W

n 3
CN-33KV-50

0.92 m 

2135 W

n 3
CN-33KV-50

0.92 m 

2135 W

n 2
CN-33KV-50

0.72 m 

1645 W

n 2
CN-33KV-50

0.8 m 

1645 W

n 4

CNT6-33VM-90

0.92 m 

2702 W

n 5

CNT6-33VM-90

0.92 m 

3169 W

n 2
CN-22KV-50

0.8 m 

1166 W
n 2

CN-22KV-60

0.72 m 

1461 W

n 5

CN-33KV-60

0.92 m 

2648 W

n 2

CN-22KV-60

0.72 m 

1377 W

n 3
CN-33KV-50

0.92 m 

2055 W

n 2
CNT6-33VM-50

0.92 m 

1876 W

n 2
CNT6-33VM-50

0.72 m 

1643 W

n 2
CNT6-22VM-50

0.92 m 

1408 W

n 2
CNT6-22VM-50

0.92 m 

1408 W

n 4
CNT6-33VM-50

0.92 m 

2389 W

n 2
CNT6-33VM-50

0.72 m 

1387 W

4

Biuro
+20°C 2816 W

1

Hall
+16°C 3688 W

102

Biuro
+20°C 4270 W

101

Sala kominkowa
+20°C 6246 W

112

GOK-sala szkoleń
+20°C 2648 W

2

Biuro
+20°C 1876 W

103

Biuro  A-A
+20°C 3290 W

106

Pełnomocmik A-A
+20°C 1166 W

3

Biuro
+20°C 1643 W

6

Bufet
+20°C 2702 W7

Kuchnia
+20°C 2389 W

105

Pełnomocnik A-A
+20°C 3169 W

110

Przedszonek
+16°C 1461 W

15

WC-M
+20°C 2055 W

14

WC-D
+20°C 1387 W

115

GOK-sala ćwiczeń
+20°C 4051 W

dn 18×1 A

Q 3123
4/30

dn 18×1 A

Q 3123
5/37

dn 18×1 A

Q 4270
6/43

dn 15×1 A

Q 1645
7/51

dn 15×1 A

Q 1645
8/57

dn 15×1 A

Q 2627
10/72

dn 22×1 A

Q 4967
4/27

dn 15×1 A

Q 1844
4/28

dn 42×1.5 A

Q 37216
R/33

dn 22×1 A

Q 4967
5/34

dn 42×1.5 A

Q 32249
R/40

dn 35×1.5 A

Q 30373
R/42

dn 35×1.5 A

Q 24460
R/50

dn 35×1.5 A

Q 21407
R/56

dn 15×1 A

Q 2702
9/64

dn 35×1.5 A

Q 19762
R/60

dn 15×1 A

Q 2055
11/85

dn 22×1 A

Q 7467
R/77

dn 18×1 A

Q 4025
11/80

dn 22×1 A

Q 6080
R/79

dn 15×1 A

Q 1844
4/29dn 15×1 A

Q 1844
5/36

dn 18×1 A

Q 3123
4/31

dn 18×1 A

Q 3123
5/38

dn 18×1 A

Q 3123
5/39

dn 18×1 A

Q 3123
4/32

dn 15×1 A

Q 1844
5/35

dn 42×1.5 A

Q 32249
R/40

dn 15×1 A

Q 1876
5A/41

dn 35×1.5 A

Q 26103
R/48

dn 15×1 A

Q 1643
6A/49

dn 35×1.5 A

Q 22815
R/54

dn 15×1 A

Q 2135
6/45dn 15×1 A

Q 2135
6/47

dn 15×1 A

Q 2135
6/44dn 15×1 A

Q 2135
6/46

dn 15×1 A

Q 1645
7/53

dn 15×1 A

Q 1645
7/52

dn 15×1 A

Q 1408
7A/55

dn 15×1 A

Q 1645
8/58

dn 15×1 A

Q 1645
8/59

dn 15×1 A

Q 1408
8A/61

dn 35×1.5 A

Q 18354
R/62

dn 18×1 A

Q 3169
9/68

dn 18×1 A

Q 3169
9/67

dn 18×1 A

Q 3169
9/66

dn 28×1.5 A

Q 12483
R/69

dn 28×1.5 A

Q 10094
R/71

dn 12×1 A

Q 1166
10/74

dn 12×1 A

Q 1166
10/73

dn 15×1 A

Q 1461
10/75

dn 15×1 A

Q 1461
10/76

dn 15×1 A

Q 1387
10A/78

dn 15×1 A

Q 2055
11/86

dn 15×1 A

Q 2648
11/81dn 15×1 A

Q 1377
11/83

dn 15×1 A

Q 2648
11/82dn 15×1 A

Q 1377
11/84

dn 22×1 A

Q 5871
9/63

dn 15×1 A

Q 2702
9/65

dn 28×1.5 A

Q 12483
R/69



1

1

A

A

A

A

2

2

3

3 15a

15a 15

15

14

14

B

B
14b

14b

14a

14a

13a

13a

n 2
CN-33KV-50

0.8 m 

1668 W

n 2
CN-33KV-50

0.92 m 

1902 W

n 2
CN-33KV-50

0.8 m 

1668 W

n 2
CN-33KV-50

0.8 m 

1902 W

n 2
CN-33KV-50

0.92 m 

1924 W

n 2
CN-33KV-50

0.8 m 

1924 W

n 2
CN-33KV-50

0.72 m 

1550 W

n 2
CN-33KV-50

0.72 m 

1550 W
n

CN-22KV-60

0.8 m 

1339 W

n 2

CN-22KV-60

0.8 m 

1423 W

n 2

CN-22KV-60

0.8 m 

1423 W

n 2.5

CN-22KV2-60

0.4 m 

605 W

n 2

CN-22KV-90

1 m 

2021 W

n 2
CNT6-22VM-50

1.2 m 

1916 W

n 2
CNT6-22VM-50

1.2 m 

1916 W
n 3

CN-22KV2-60

0.52 m 

717 W

CN-22K-60

0.6 m 

979 W

111

Komunikacja
+16°C 2021 W

24

Izba regionalna
+16°C 605 W

O2

Kotłownia
+20°C 979 W

O4

Piwnica
+5°C 0 W

30

Stowarzyszenie
+20°C 3335 W

31

Stowarzyszenie
+20°C 3849 W

121

Biuro
+20°C 3805 W

122

Biuro geodezji
+20°C 3099 W

O5

Piwnica
+5°C 0 W

23

Izba regionalna
+16°C 717 W

20

Izba regionalna
+16°C 1916 W

19

Izba regionalna
+16°C 1916 W

117

GOK
+20°C 4185 W

dn 15×1 A

Q 1903
1/12

dn 15×1 A

Q 1903
2/6

dn 22×1 A

Q 3099
3/21

dn 18×1 A

Q 3123
4/30

dn 12×1 A

Q 979
15A/90

dn 15×1 A

Q 2021
15/95

dn 54×2 A

Q 89012
0/0

dn 54×2 A

Q 56271
R/1

dn 54×2 A

Q 56271
R/1

dn 22×1 A

Q 7140
R/2

dn 18×1 A

Q 3570
2/3

dn 18×1 A

Q 3570
2/3

dn 18×1 A

Q 3570
1/9

dn 18×1 A

Q 3570
1/9

dn 42×1.5 A

Q 49131
R/15

dn 22×1 A

Q 6948
3/16

dn 22×1 A

Q 6948
3/16

dn 42×1.5 A

Q 42183
R/26

dn 22×1 A

Q 4967
4/27

dn 35×1.5 A

Q 32741
R/87

dn 35×1.5 A

Q 32741
R/87

dn 28×1.5 A

Q 17417
R/122

dn 28×1.5 A

Q 15324
R/88

dn 12×1 A

Q 979
15A/89

dn 28×1.5 A

Q 14345
R/91

dn 15×1 A

Q 2626
15/92

dn 18×1 A

Q 4324
R/110

dn 15×1 A

Q 2846
14/103

dn 15×1 A

Q 1668
2/4dn 15×1 A

Q 1925
3/17

dn 15×1 A

Q 1925
3/19

dn 15×1 A

Q 1668
2/5

dn 15×1 A

Q 1903
2/8

dn 15×1 A

Q 1903
2/7

dn 15×1 A

Q 1903
1/14

dn 15×1 A

Q 1903
1/13

dn 15×1 A

Q 1668
1/10

dn 15×1 A

Q 1668
1/11

dn 15×1 A

Q 1550
3/23dn 15×1 A

Q 1550
3/25

dn 15×1 A

Q 1550
3/22

dn 15×1 A

Q 1550
3/24

dn 15×1 A

Q 1925
3/18

dn 15×1 A

Q 1925
3/20

dn 12×1 A

Q 605
15/93

dn 12×1 A

Q 605
15/94

dn 28×1.5 A

Q 11719
R/98

dn 12×1 A

Q 717
14B/99

dn 28×1.5 A

Q 11002
R/100

dn 15×1 A

Q 2021
15/96

dn 15×1 A

Q 2021
15/97

dn 15×1 A

Q 1916
14A/101

dn 28×1.5 A

Q 9086
R/102

dn 15×1 A

Q 1423
14/105

dn 15×1 A

Q 1423
14/107

dn 15×1 A

Q 1423
14/106

dn 15×1 A

Q 1423
14/104

dn 22×1 A

Q 6240
R/108

dn 15×1 A

Q 1916
13A/109

dn 15×1 A

Q 1339
13/113

dn 15×1

Q 133
13/112

V-EXAKT-DTN

dn 10  n 2

ZAW KUL

dn 50

ZAW KUL

dn 32

REGULUX-DTN

dn 10  n 1.5

+ 0.00

- 3.05

+ 4.15

+ 8.65

- 2.80



13

13 12

12

B

B

16

16 17

17

18

18

n 1

CN-22KV-60

0.72 m 

1337 W

n 1

CN-22KV-60

0.8 m 

1337 W

n 1
CN-22KV2-50

0.4 m 

311 W

n 1

CN-22KV-60

0.8 m 

1339 W

n 3
CN-33KV-50

1.2 m 

2560 W

n 2
CN-22KV-50

0.92 m 

1498 W

n 2
CN-22KV-50

0.92 m 

1498 W

n 3
CN-33KV-50

1 m 

2420 W

n 3

CN-33KV-60

0.92 m 

2540 W

n 3
CN-33KV-50

1 m 

2420 W

n 2
CN-33KV-50

0.92 m 

1943 W

n 3

CN-33KV-60

0.92 m 

2540 W

118

Biuro
+20°C 2996 W

115

GOK-sala ćwiczeń
+20°C 4051 W

O2

Kotłownia
+20°C 979 W

16

Korytarz
+16°C 311 W

26

Stowarzyszenie
+20°C 2560 W

O3

Piwnica
+5°C 0 W

28

Gabinet odnowy
+24°C 4839 W

119

Biuro
+20°C 5079 W

29

Pok.socj.
+20°C 1943 W

dn 15×1 A

Q 2674
12/115

dn 15×1 A

Q 2996
16/126

dn 15×1 A

Q 2420
17/133

dn 15×1 A

Q 2540
17/135

dn 15×1 A

Q 2540
18/143

dn 15×1 A

Q 2420
18/139

dn 18×1 A

Q 4324

dn 15×1 A

Q 1339
13/111

dn 15×1 A

Q 2985
12/114

dn 28×1.5 A

Q 17417
R/122

dn 22×1 A

Q 5556
16/123

dn 22×1 A

Q 5556
16/123

dn 28×1.5 A

Q 11861
R/131

dn 18×1 A

Q 4959
17/132

dn 18×1 A

Q 4959
17/132

dn 22×1 A

Q 6902
18/138

dn 22×1 A

Q 6902
18/138

dn 15×1 A

Q 2560
16/124

dn 12×1 A

Q 311
12/120

dn 12×1 A

Q 311
12/121

dn 15×1 A

Q 1339

dn 15×1 A

Q 1339
13/112

dn 15×1 A

Q 1337
12/117 dn 15×1 A

Q 1337
12/119

dn 15×1 A

Q 1337
12/118

dn 15×1 A

Q 1337
12/116

dn 15×1 A

Q 1498
16/128

dn 15×1 A

Q 1498
16/130

dn 15×1 A

Q 1498
16/129

dn 15×1 A

Q 1498
16/127

dn 15×1 A

Q 2540
17/136

dn 15×1 A

Q 2540
17/137 dn 15×1 A

Q 2540
18/145

dn 15×1 A

Q 2540
18/144

dn 15×1 A

Q 1943
18/142

dn 15×1 A

Q 1943
18/141

dn 15×1 A

Q 2420
17/134

dn 15×1 A

Q 2560
16/125

- 2.80


